
TEUCO (GLOBE)SWT 
MODELS 85 AND 125 


PIPER MODELS J3.J5C. FH-11.J3F.J3L.J4. 
J44.J5A.J5B. PA-15 AND M-17 


SAFETY CABLE LOOP 
SEE NOTE •2 
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SAFETY CABLE LOOP 
SEE NOTE •2 
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TAVLORCRAFT MODELS BC, BC1265. 
5C12D. BC12D1, BC65. BF, BF1265. 
8F60, BF65. BL. BL126% BL65. DC65. 
DC065. DF65 AND DL65 


PIPED MODELS J5C, DA-12 AND PA-14 


EACN IT A!2 9 PIGGING KfT CONTAINS: 


NOTES- 

1.- WHEN USING WBOLT, OR AW NUT DOWN 
UNTIL FITTING IS FIRM BUT DO NOT 
EXCEED IRON. LBS. TORQUE. 


2- AS AN ADDED PRECAUTION, INSTALL 
A IN'SAFETY CABLE LOOPED THRU 
THE UPPER ENDS OF THE SHOCK 
CORD AND LIMITING CABLE AND 
SUITABLY ANCHOR TO AN INDEPEND¬ 
ENT POINT ON THE AIRPLANE AS 
SHOWN. 
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WASHERS 
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PULL-OFF FITTINGS 

1 

HR 125 

RIGGING INSTRUCTION 
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<6 SAFE-LINE FITTINGS 


• 

SHEET REVISED OCT 1053 

4 

AN 100-4 

THIMBLES 

4 

AN3B033 

COTTERS 

4 

AN6-6 

BOLTS 





PREPARE SHOCK CORDS AND CABLES 

AS SHOWN CYPECUY BELOW 


FACTORY ASSEMBLE 
86-CUT LENGTH • 


ADHESIVE TAPE 


Sr ALL SKI PITCHING AN6LES REFERRED 
TO APE MEASURED BETWEEN THE 
HORIZONTAL REFERENCE LINE OF 
THE AIRPLANE AND THE TOP OF 
THE SKI CHANNEL. 
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41- SEE OTHER SIDE FOR BUSHING 
INSTRUCTIONS. 


S- THESE INSTALLATION INSTRUCTIONS 
DO NOT CONSTITUTE AUTOMATIC 
APPROVAL OF THE SKI INSTALLATION. 
APPROVAL OF FNAL INSTALLATION 
MUST BE OBTAINED FROM C.A.A. 
INSPECTOR OR COGNIZANT AIR 
INSPECTOR. 


TO PREVENT CORD FROM FLARING OUT WHEN CUT, WRAP 
LOCATION TO BE CUT WITH TWO TURNS OF ADHESIVE TAPE. 
CUF SHOCK CORO AT END OF TAPE. 

TWO FORWARD SHOCK CORDS ARE TO BE MAOE FROM 
EACH FACTORY ASSEMBLY, BY CUTTING FACTORY ASSEMBLY 
TO PROPER LENGTH TO SUIT CONDITIONS OF THE AIRPLANE. 

FACTORY ASSEMBLY 


THE GROUND ENDS OF 
LOCK RWG ARE TO 
PREVENT PINCHING 
OF SHOCK CORO WHEN 
LOCK RING IS CLINCHED. 


AH 100-4 
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FORWARD LIMIHN6 CABLE 


HEAR LIMITING CABLE 


ONE FORWARD AND ONE REAR LIMITING CABLE TO BE MADE FROM EACH 
FACTORY ASSEMBLY BY CUTT/N6 FACTORY ASSEMBLY TO PROPER LEN6TH TO SUIT 
CONDITIONS OP THE AIRPLANE. ATTACH SAFE-LINE FITTING AT OPPOSITE END OF 
CABlt FROM HKOPR CSS FITTING. 

CAUTION / ALLOW FOR EXTRA AR tSOf FITTIN6 WHICH PROVIDES FOR 
METHOD OF QUICK DISASSEMBLY. HOT USED WHEN SPECIAL STRUT BRACKET 
IS REQUIRED. 



HORIZONTAL REFERENCE LINE 


SEE PERTINENT 
ATTACHMENT DETAIL 


SAFETY CABLE LOOP 
SEE NOTE »2 


IIA3M BWCKCT 
KIT 


SHOCK CORD MUST BE OF A LENGTH 
TO PROVIDE SUITABLE TENSION-AGAINST 
REAR CABLE JO PROPERLY RESTRAIN 
THE SKI FROM PITCHING IN FLIGHT 
(A PRESTRETCH OF APPROXIMATELY 
2“ IS GENERALLY SATISFACTORY) v 


ADJUST REAR 
CABLE LENGTH 
TO ALLOW A 
POSITIVE (SKI 
NOSE-UP") ANGLE 
OF APPROXIMATELY 
4’WITH LANDING 
GEAR FULLY EX¬ 
TENDED. 


CESSNA MODELS 120 AND 140 


SEE NOTE •1 


SAFETY CABLE LOOP 
SEE NOTE *2 f 


SIDE VIEW 

IIAl&O BRFCKCT 
NT 


SEE NOTE’! 


SAFETY CABLE LOOP 
SEE NOTE '2 
-IIAESB BRACKET 
kKIT 

TO REAR OF SKI 


iJSKI WITH GEAR 
l FULLY EXTENDED. 


TO REAR OF SKI 


TO HOSE OF SKI 


ADJUSL FRONT CABLE LENGTH 
■TO ALLOW A NEGATIVE (SKI NOSE 
•DOWN") ANGLE OF NOT MORE 
THAN 20’ WITH LAN DWG GEAR 
FULLY EXTENDED- 


SILFLEX GEAR 


OTHER THAN SILFLEX GEAR 


SHOCK CORD MUST BE OF A. 
LENGTH THAT WILL HOLD TAIL 
SKI RtRALLEL TO FLIGHT LINE. 


USCOMBE MODELS 8.dA.6B,0C.8[fdE AND 6F 


HORIZONTAL REFERFNCC LINE 


DETAIL OF TAIL 
SKI ATTACHMENT 


ADJUST LIMITING CABLE LENGTH 
TO ALLOW THE TAIL SKI TO TURN 
APPROXIMATELY 35' EITHER SIDE . 
OF STRAIGHT-FORWARD POSITION 
WHEN WEIGHT OF AIRPLANE ISON 
TAIL SKI. 


4fLRAILU TO HORIZON 
TAl REFERFHCE LNF.j 


SAFETY CABLE LOOP 
SEE NOTE *2 


AERONCA MODELS C4.50C.65C. 65C4. KM.KF.50F.50i 
50LA. 65LB, Y05A, 50TC. 50TL. 60TF, 65TAC. 65TAF, 65TAL. 
65TC.65rF.65TL.7AC.11AC, It DC AND 11CC 


IZONTAL REFERE N CE UNE 


AIRPLANE IN FUtyf GROUND LINE RtRALLEL 
TO HORIZONTAL REFERENCE LINE. 


SKI FULLY EXTENDED AND HELD 
AT APPROXIMATELY 4" ANGLE 
OF POSITIVE INCIDENCE. 


INSTALLATION INSTRUCTIONS 
FEDERAL AIRCRAFT SKIS 
A- 150OA THRU A2000A 


FEDERAL AIRCRAFT WORKS 
MINNEAPOLIS, MINN. ’ 
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